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ABSTRACT

The New Energy and Industrial Technology Devel opment Organization (NEDO) has
been proceeding with development of coal liquefaction technology as part of the “ New
Sunshine Programs’ planned by the Agency of Industrial Science and Technology, a
division of Japan’s Ministry of International Trade and Industry (MITI). NEDO started
basic research for coal liquefaction development in early 1980 and devel oped the
NEDOL coal liquefaction process. The fruit of this development was very successful
operation of the 150-t/d pilot plant that was finished in 1998. The results of operation,
including engineering data for scaling up the plant to commercial size, were compiled as
a technology package. In parallel with the development of coal liquefaction, NEDO is
developing product-upgrading technology to make use of these products as
transportation fuels. It was found that heteroatoms like nitrogen, sulfur and oxygen can
be removed up to the specification levels for gasoline and diesel fuel through
hydrogenation. Moreover, the octane number for the upgraded naphtha satisfied the
specifications for commercial gasoline, and the upgraded gas oil seems to satisfy
commercial specifications for the cetane number for diesel fuel by adding agents
improving the cetane number.

1) INTRODUCTION

The research and development program for bituminous cod liquefaction in Japan has
been advanced under NEDO' s initietive as part of the “New Sunshine Programs’ planned
by the Agency of Indudtria Science and Technology, adivison of MITI. Thefruit of this
development activity was the 150 t/d pilot plant (PP) located in Kashima City, Ibaraki
Prefecture, which was operated for two years after 1997 with great results.

NEDO sarted basic research for cod liquefaction development in early 1980 and
developed the NEDOL cod liquefaction process based on the results obtained from this
research. NEDO constructed a 1 t/d Process Supporting Unit (PSU) based on the
NEDOL concept in Kimitsu City, Chiba Prefecture in 1988, and has been proceeding
with research and development. The results from the 1 t/d PSU were incorporated into
the design, construction and operation of the 150t/d PP. Through operation of the PP,
datafor designing large-scale plants was acquired. In paralel with the development of
cod liquefaction, development has proceeded on the product upgrading technology that
will help make use of these products as trangportation fuels. A process development unit
(PDU) processing 40 bbl of coal-derived liquid is now under congtruction, with operation
scheduled to start in early 2000.

The results of basic research on the 1-t/d PSU and the 150-t/d PP were compiled as a
technology package of the NEDOL process o that they could be utilized to design large-



scae cod liquefaction plants. The results from development of product upgrading will
be added to the technology package after finishing operation of the PDU.

2) DESCRIPTION OF THE NEDOL PROCESS

Figure 1 shows a process flow diagram of the NEDOL process. The NEDOL process

conggs of four units durry preparation, liquefaction, didtillation, and solvent

hydrogenation. In durry preparation, cod isdried and pulverized. Pulverized cod is

mixed with recycle solvent and catadyst. This mixtureisfed into liquefaction reactors,

where cod isliquefied. Products from the reactors are separated into product oils and

recycle solvent. The solvent is hydrogenated in a hydrogenation reactor to improve its

quality, then recycled to the liquefaction section.

The NEDOL process was developed to produce liquid fuels from cod, and has severd

features.

1. theprocessis applicable to awiderange of cods, from sub-bituminousto low-rank
bituminous cod;

2. highliquid yidd is atained even in mild liquefaction conditions with hydrogen donor
solvent and ultra-fine iron catays;

3. lignt didillate yidld in liquid products is consderably high; and,

4. dable operation is ensured with reliable process units.

3) DEVELOPMENT RESULTS
The 1 t/d PSU was operated for more than 27,000 hours cumulatively since 1989 and
contributed to supporting the 150 t/d PP and improving the NEDOL process. Codls
tested in the PP were examined in the PSU, and results from the PSU were used
effectively to draw up an operation schedule and determine the operating conditions of
the 150 t/d PP.
Congtruction of the 150 t/d PP was completed in July of 1996, and shakedown operations
were conducted for half ayear, followed by five operationa runs from March 1997 to
September 1998. During operation, coals of three different ranks (Tanito-Harum and
Adaro cods from Indonesia, and Ikeshima cod from Japan) were liquefied without the
need for serious plant modification. In thefina run especidly, Ikeshima high-rank coal
was processed successfully without any intervas after Adaro low-rank cod. This
indicates high gpplicability for coals of the NEDOL process.
The success of the PP operation can be attributed to:

the rdliability of the NEDOL process, which uses a hydrogen donor solvent;

the rdiability of plant design, congtruction, operation and maintenance; and,

the support of the PSU, which provided various data to bring about optimum

operating conditions for the PP (Reference 1 and 2).

During design and construction of the 150 t/d PP, NEDO determined what targetsto
achieve, as shown in Table 1, and cleared dl of these hurdles during operation. The
targets were set to demondtrate that Japanese technology had at least equaled that of
Germany and the U.S., which were leading the world in 1980. The targets seemed
difficult to obtain consdering the limited term and budget of this program (Reference 1),
epecidly attaining more than 54 wt% of liquefied yield, treating 50% of durry
concentration, processing three kinds of coas and operating continuoudy for more than
1,000 hours.



3.1 Liguefied vidds

Table 2 shows the comparison of product yields between the 150 t/d PP and the 1 t/d
PSU. The maximum oil yield of the PP was 57.8 wt% (d.af. cod base) for Tanito-
Harum cod. Thisyidd isthe highest vaue for pilot-scale plantsin the world. Note that
the yidd contains a naphtha fraction (b.p. ~22001C) at more than 60 wt%, thus reveding
the characterigtics of the NEDOL Process. Meanwhile, the oil yield of the PSU under the
same liquefaction conditions was 59.3 wt%. The difference in yield between the PP and
the PSU can be explained by the differencein liquid-phase resdence time. The PP and
PSU have an gpparatus that uses the neutron attenuation technique to measure liquid-
phase residence time, and the relation between thistime and the liquefied yidd was
measured in each run. Results showed that there is a correlation between durry-phase
resdence time and liquefied ail yield asindicated in Figure 2. Longer resdencetimein
the PSU resulted in higher liquid yied than in the PP.

NEDO has developed a“ Liquefaction Simulator” for estimating liquefaction yidds and
hydrodynamicsin large-scae reactors. The smulator was used to determine the
dimension of large-scale reactorsin demondtration plant design by estimating product
yiddsfor the reactors.

3.2 Coal concentration

Higher cod concentrations are economically beneficid in that specific coa throughput is
improved by processing a greater amounts of cod. Operation with Tanito-Harum and
Ikeshima cods achieved a coa concentration of 50 wt%, while Adaro coa was limited to
aconcentration of 45 wt%. The reason isthat the lower ranked cod absorbed more
solvent into the fine pores, resulting in higher viscosty of the solvent.

In generd, ahigher cod concentration resultsin alower oil yield. Thisiscaused by a
hydrogen shortage per cod given in increased cod throughpuit to the reactors. During
operation of the PSU, it was proved that contralling the qudity of the recycle solvent
could compensate for the hydrogen shortage and prevent alower oil yield.

3.3 Kindsof Coals

Table 3 shows cods used in the 1-t/d PSU and the 150-t/d PP. In the PSU, nine kinds of
cod ranging from sub-bituminous to low-rank bituminous were examined. Based on the
experiments, three kinds of coa were sdected for use in operation of the PP. Processing a
wide range of cods clarified the effects of the cods on durry rheology, reaction heet, and
reaction kinetics.

In the find run especidly, Ikeshima high-rank cod was processed successfully without

any intervas after Adaro low-rank cod. This indicates high gpplicability for coas of the
NEDOL process.

3.4 Product characteristics and upgrading

Coal-derived liquid generdly includes areatively large amount of heteroatoms such as
nitrogen, sulfur and oxygen, and requires further processing for use as trangportation fud.
Table 4 shows the characteristics of crude liquefied oil from the NEDOL process. NEDO
has been conducting research and development into product upgrading to make use of
these products as trangportation fuels in pardld with development of the liquefaction
process. Thetarget of development isto produce gasoline and diesdl fud that satisfies




commercid specifications while improving the octane number for gasoline, and the

cetane number for diesd fud.

Use of the naphtha fraction as transportation fudls requires a catalytic reforming process
to improve the octane number. Because olefins and heteroatoms in the fraction reect as
catalytic poisons during the process, these compounds have to be diminated beforehand.
It was proved that these compounds are diminated through hydrotrestment, and the
octane number of gasoline improves viathe cataytic reforming process as shown in
Tableb.

Improvement of the cetane number is required for use of the gas-ail fraction asdiesd

fud. The gas-ail fraction of the cod-derived liquid includes higher amounts of aromatic
compounds, and the cetane number is lower than that of petroleum gas oil. The cetane
number of petroleum gas oil can easily be improved by hydrotreatment. However, it was
difficult to attain a cetane number gregter than 40 for the cod-derived gas ail, even in the
more severe conditions of hydrotrestment; a cetane number of only 38 was attained in the
optimized conditions shown in Table 6. Addition of the agent to improve the cetane
number seems to be agood practica procedure.

NEDO was constructing a PDU to process 40 bbl of coa-derived liquid aday.
Congtruction was scheduled for completion by the end of 1999, and operation of the plant
by April 2000. Engineering detafor scaling up the plant will be acquired through
operation. Figure 3 showsthe outline of the plant. Codl-derived liquid from the
liquefaction plant is hydrotreated and separated into naphtha, kerosene and gas ail.
Naphtha is hydrotreated and reformed for gasoline. Gasail is hydrotreated for diesdl
fud.

4) TECHNOLOGY PACKAGE

NEDO has compiled dl the data obtained from the PP and the PSU as a technology
package that addresses the reliability, economics, and environmenta integrity of the
technology. The structure of the package is shown in Figure 4. 1t is composed of: 1)
Enginearing Data; 2) Scale-up Data; 3) Operation & Maintenance Data; 4) Smulation; 5)
Conceptud Design; and 6) Economic Study.

The data acquisition plan for each operation of the PP was designed in advance.
Operations were carried out according to the plan, and data for the package were acquired
efficiently. These data made it possible to correlate the data between the PP and the PSU,
for example, on newly developed equipment such as the liquefaction reaector. Correlaion
of data provided atool that can be used for scale-up of the 1 PP to a demongtration plant.
Data on gas hold-up in the reactor, heat of reaction, and the heat recovery system were
compiled to agreet extent numericaly.

The items were determined mostly at the design stage of the PP, and some were
incorporated throughout operation. Operation of the PP, in turn, provided a great ded of
meaningful knowledge that reflected on the conceptud design of a demondiration plant.

5) PLANSFOR COMMERCIALIZATION

Chinaand Indonesia are supposed to experience a shortage of transportation fuelsin the
near future (Reference 3). Cod liquefaction seems to be agood solution for providing
liquid fuds, especidly to Chinaand Indonesia, which have enormous coa resources.
Since the ail crises, the United States and Germany have been devel oping coa
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Table1l Targetsand Results of the Pilot Plant

Item Targets Results Evaluation
1. Oil Yield > 54wt% 58 wt%
(630 I/t-coal or 4 bbl/t-coal)

2. Slurry Concentration 40 -50wt% 50 wt%

3. Coal Rank From sub-bituminous coal to low 3 kinds
ranked bituminous coal (3 kinds)

4, Continuous Operation > 1,000 hrs 1,920 hrs

5. Amount of Liquefaction Catalyst 2-3wt%/ coal 1.5wt%

6. Improvement of Thermal Efficiency Heat recovery with Save 60% of
slurry heat exchangers heat in preheater

7. Performance of Newly Developed Demonstrate in the PP Demonstrated

Equipment and Materias in the PP completely

8. Technology Package

Compile al datainto Technology
Package

Compiled successfully

Table 2 Comparison of Product Yield between PP and PSU
(Tanito Harum Coal , Natural Pyrite Catalyst)

GasYield (Wt% , daf)
Qil Yield (Wt% , daf)
Residue (wt% , daf)
Actual
Residence Time (min)

Standard Condition Maximum Condition

PP PSU PP PSU
17.6 19.7 21.4 26.5
50.7 51.7 57.9 59.3
26.1 23.3 16.0 9.9

86 99 - 161

PP Pilot Plant, PSU : Process Supporting Unit
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Table4 Characteristicsof Coal Derived Liquid

(Tanito Harum coal from Indonesia)
Crude Primary
Hydrogenated
Specific Gravity (g/cnt) 0.8994 0.8204
Elementa Andyss
C| (Wt%) 84.7
H| (wt%) 10.9
N (Ppm) 6400 1
S| (ppm) 500 5
O| (wt%) 35
Composition
-180| (vol%) 18.3 35.8
180-240| (vol%) 40.2 39.2
240-340| (vol%) 415 25.0

Table5 Characterigics of Naphtha

(Wandoan coal from Audralia)
Crude hydrotreated Reformate
Specific Gravity (g/cnT) 0.791 0.763 0.818
Octane Number RON 53 97.4
Composition
Saturated (vol%o) 78.0 90.4 35.8
Olefing 10.4 0.1 0.5
Aromatics 11.6 9.5 63.7
Elementa Andysg
C (Wt%) 83.7 88.2
H (Wt%) 13.1 11.1
N (ppm) 1800 <1
S (Ppm) 1000 1
O (Wt%) 3.4




Table6 Characteristicsof Diesel Fuel
(Wandoan coal from Audgtralia)

Crude Hydrotreated

Specific Gravity (g/ent) 0.9398 0.8819
Cetane Number 24.8 38

Elementd Andyss

C (Wt%) 87.9 86.3

H (Wt%) 10.9 13.2

N (ppm) 1380 11

S (ppm) 56 <1

O (Wt%) 1.2 <0.5
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Figure3 Conceptual Flow for Coal Derived Liquid Upgrading
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